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FTIR-7600S
FT-IR Spectrometer

FTIR-7600S is a single-beam FT-IR spectrometer. This
instrument is operated by a PC with user-friendly
software and a comprehensive manual. Fast scan
speeds, high accuracy and ease with operation are
standard features. It is an indispensable analysis tool
for various application fields such as chemistry, biology,
pharmaceuticals,materials, minerals, food and beverage,

wine industry and quality control.

Dual-Layer Moisture Protection for Core Optics

The interferometer is sealed with desiccant canister to protects
the KBr beamsplitter and other optical components from moisture
damage. High performance pyroelectric infrared detector together
with its circuit board is sealed with a round desiccant canister to
protect the coated KBr window of detector from moisture

damage.

Precision Engineering & Advanced Optical Design

Precision machinery ensures high repeatability of every scanning.

Advanced design concept is adopted in both optical path and every

part.

Simplicity & Easy Maintenance

The design integrates main components to an optical bench machined
from a cast aluminium. Highly stable and no need for adjustment,
removing troubles of maintenance of optical path. The system’s
corner cube optics provides easy operation without requiring
complicated electronics and additional moving parts. In addition,
many components of the spectrometer are user replaceable which
saves time over the lifetime of the instrument.

Optimized Stability & Rugged Performance

Internal dynamic collimation system and movable mirror driving
system keep the interferometer at optimum situation.Voice-coil
driver and precision slide improves the ability of working in severe
conditions.
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FTIR-7600S Specifications

No. ‘ Description ‘ Specification

Performance

1 Wavenumber Range 7800~350cm""

2 Spectral Resolution 1cm™, 2em™, 4cm™, 8cm™',16¢cm"”

3 Signal-to-Noise ratio (S/N) | 30,000:1 (resolution@4 cm™', sample and background scan for 1 min@2100cm-")

4 Wavenumber Accuracy +/- 0.5cm"

5 Wavenumber Repeatability |+/- 0.2cm™’

Hardware

6 Beam Splitter Coated KBr

7 Detector High performance pyroelectric infrared detector

8 Light Source Long life, high-energy ceramic

9 Interferometer Michelson interferometer sealed with desiccant

10 Reference Laser Diode laser

11 Optical System Optics are completely sealed and desiccated

12 Operating Range 16 - 25°C, 20% - 60% RH

13 Dimensions 430mm x 360mm x 200mm

14 Weight 15 kg

15 Moisture-proof Design Desiccant and humidity indicator applied for both interferometer and detector,
effectively protecting the optical system and detection system.

16 Antil-electromagnetic This reduces external electromagnetic radiation and improves the anti-electromagnetic

Interference Design interference ability of the system itself.

17 Electronic System 24bit A/D converter at 500KHz , USB 2.0 interface for PC connectivity

18 Power 100-240V AC, 50/60Hz

Software

19 Software Single software platform (Windows based) for all functions required for infrared analyses;
instrument control, data manipulation and analysis, and flexible report utilities.

Accessories (Optional with extra cost)

20 ATR ATR with ZnSe, Ge or Si crystal plate

21 DATR Diamond ATR

22 Detector LiTaOs Detector or DLaTGS Detector

23 Liquid Cell Fixed Liquid cell and Detachable Liquid cell

24 Library ST-Japan libraries of 100,000+ Spectra can be applied and searched in the software.

Warranty

25 ‘ Warranty ‘ 1 year complete warranty on entire system

What’s in the Box

Description Qty Description Qty
Main Spectrometer Unit 1 Replacement Desiccant Canister 1
Software USB Stick 1 Replacement Desiccant Box 1
User Manual 1 Spanner for Round Desiccant Canister 1
USB Cable 1 Dust Cover 1
Polystyrene Film Reference 1 Power Supply 1
Allen Wrench 3 mm 1 AC/DC Adaptor 1
Allen Wrench 2 mm 1 Tweezers 1
Instructions For First Time Install 1

Tucson AZ GmbH www.ts-az.de General Support

Berliner Allee 59 Telephone info@ts-az.de

é%%:nZaE;Jsseldorf +49 (0)211 54070121 Zijian Hua | Account Manager

WhatsApp Zijian@ts-az.de

+49 (0)162 9064474 Tony M. | Account Manager

tonym@ts-az.de



